%RMsrRoirrl(}
12” Primary Shutoff | ASME Code N e—

FEATURES:
¢ 8" Corrosion Resistant Stainless Steel Ball Cage
* 6" Stainless Steel Float Ball
¢ 3” or 4" Buna Ball Seat
¢ Wingnut Closure
* 5/8” Square Buna Gasket

12” Primary Shutoff - ASME Code Assemblies

3" MNPT

PART NUMBER  DESCRIPTION WEIGHT

240-1206-3NPT  PSO 12" X 6", 3" NPT ASME CODE CARBON 48 Ibs

240-1206-4NPT  PSO 12" X 6", 4" NPT ASME CODE CARBON 49 Ibs 10 15/16"

240-1210-3NPT ~ PSO 12" X 10", 3" NPT ASME CODE CARBON 60 Ibs

240-1212-4NPT  PSO 12" X 12", 4" NPT ASME CODE CARBON 62 Ibs T

244-1206-3NPT  PSO 12" X 6", 3" NPT ASME CODE ALUNECKSSLID 35 Ibs 3

244-1206-4NPT  PSO 12" X 6", 4" NPT ASME CODE ALUNECKSSLID 38 lbs

248-1206-3NPT  PS0O 12" X 6", 3" NPT ASME CODE SS 46 Ibs

248-1206-4NPT  PSO 12" X 6", 4" NPT ASME CODE SS 48 Ibs

248-1206-4STU  PSO 12" X 6", 4" STUB ASME CODE SS 48 Ibs 83/16"
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ITEM  PART NUMBERR  DESCRIPTION

1 CALL LID 12" PSO 3" NPT ASME CODE CARBON

1 CALL LID 12" PSO 4" NPT ASME CODE CARBON

1 252-120-3NPT-CS  LID 12" PSO 3" NPT ASME CODE SS

1 CALL LID 12" PSO 4" NPT ASME CODE SS

1 CALL LID 12" PSO 4" STUB ASME CODE SS

2 286-706-12L GASKET 12" LID AND NECK BUNA

9 284-101-CCP WINGNUT ASME CODE PLATED W,/ WASHER

9 284-100-CSP WINGNUT ASME CODE LO-PRO SS POLISHED

9 284-351-1CC EYEBOLT 6.0" X 0.625" ASME CARBON PLATED

9 284-350-1CSP EYEBOLT 4.5" X 0.625" ASME SS POLISHED

16 284-400-1CS CLEVIS PIN ASME SS

17 284-450-1CS E-CLIP 0.625" DIA ASME SS

18 414-600-SS FLOAT BALL 6" SS

19 416-300-1WC CLAMP WORM 3" BALL SEATS

19 416-400-1WC CLAMP WORM 4" BALL SEATS

20 416-300-B BALL SEAT 3" BUNA

20 416-400-B BALL SEAT 4" BUNA

11 282-800-1S BALL CAGE 8" 304 STAINLESS STEEL

11.1 740-103-CS BOLT TAB LID SHUTOFF CODE SS

11.1 740-103-CC BOLT TAB LID SHUTOFF CODE CARBON

300 HEX NUT 3/8" SS

301 HEX HEAD CAP SCREW 3/8" X 1" SS

302 LOCK WASHER 3/8" SS
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